OVERVIEW ABOUT THE COMPARISON MEASUREMENTS OF THE AUTOMATIC CONTINUOUS SAMPLER

“DIOXINMONITORINGSYSTEM” TO VARIOUS MANUAL SAMPLING METHODS

Thomas Steiner*, Gerhard Kahr*

*DioxinMonitoringSystem, Monitoring Systems GmbH, Kottingbrunn, Austria

Introduction

The device for continuous sampling of PCDD/PCDF emissions and other POPs, known as the DioxinMonitoringSystem, is in operation now for more than 13 years and at about 60 installations. Since the first installation, several different organizations, including the manufacturer, but also local authorities and regional institutes decided to compare the results obtained using this sampler to other sampling methods. This presentation summarizes the collected data to enable an overview about the different trials.

Methods and Materials

The automatic continuous sampling device works in conformity to the EN1948-1:2005 (dilution method). The design enhances the minimum requirements defined in the standard to enable the long term application in industrial environment and the use of the same device in all different possible applications and sampling gas conditions.

AUSTRIA (A)

The trial was done in a hazardous waste incineration plant against the EN948-1:1996 (dilution method). The result was a good correlation, however, the manual sampling material did not allow to have long term measurements and the continuous sampling device (Versions G.16/1993 and G.17/1995) have not been optimized to do also short time samplings, so the processing had to be done by extrapolations.

GERMANY

The comparison in this trial was done against the EN948-1:1996 (filter-cooler method) in a hazardous waste incineration plant. The trial included both, long term application and the short term application. The results showed good conformity of changes and allowed to optimize the plant emissions.

UK (MCERT)

The comparison in this trial was done against the EN948-1:2005 (filter-cooler method) in two different plant types, a municipal waste incinerator and a cement kiln. The trial included both, the long term application and the short term application. The results showed good conformity of changes, but also, that the requirements of the standard have to be followed strictly also for the manual sampled material. The samples of the continuous working device are designed for long term application, thus the method is more robust against handling inconvenience.

KOREA

The comparison in this trial was done against the Korean method in a municipal waste incineration plant and resulted in good correlation as well as in a successful type approval certificate.

OVERVIEW ABOUT THE COMPARISON MEASUREMENTS

NETHERLANDS

The comparison in this trial was done against the EN948-1:1996 (filter-cooler method) in a hazardous waste incineration plant. The trial included both, the long term application and the short term application. The results showed good conformity of changes and allowed to optimize the plant emissions.

US (ETV)

This trial compared the device against the US EPA Method 23/23A. The experience of former trials, especially of the need of exact correlation in the sampling windows, was helpful in this trial and lead to good correlation results. The need of a statistical review to match the detection limits of both methods was found to be an additional need for the comparison.

Results and Discussion

The various comparison trials of the automatic continuous sampling device DioxinMonitoringSystem resulted in general in a good correlation, independent from the reference method, from the plant type and the location. However, a detailed prepared and strictly organized sampling schedule, a balanced use of statistical methods and detailed analysis of the data are needed to obtain the results of expected quality.

The results of the most detailed test, the ETV of USEPA, are a relative accuracy of 17.5 % a relative standard deviation of 10.4 %

(DioxinMonitoringSystem versus US EPA method)

References


Contacts

Please visit our exhibition booth for further information.

Thomas Steiner
Monitoring Systems GmbH
Schloss 2
A-2542 Kottingbrunn, Austria, Europe

Phone: +43 2252 70592
Fax: +43 2252 70593
Email: steiner@dioxinmonitoring.com

web: www.dioxinmonitoring.com

Please visit our exhibition booth for further information.